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•  Since	  January	  2015	  ≈	  300	  hours	  of	  measurements	  
• Deployed	  at	  the	  BAO	  in	  April	  in	  support	  of	  the	  SONGNEX	  experiment	  (≈	  70	  hours)	  	  
	  

2015  Rou)ne  Measurements  



TOPAZ  updates
• Re-‐organized	  the	  beam	  path	  to	  avoid/limit	  opNcs	  damaged	  
• Replaced	  two	  of	  CLBO’s	  heaters	  that	  burned	  out.	  	  
• Currently	  tesNng/operaNng	  the	  system	  to	  see	  if	  the	  changes	  are	  helping	  
long-‐term	  
• Unsuccessful	  aUempt	  of	  CLBO	  replacement	  (damaged	  possibly	  induced	  by	  
moisture	  even	  when	  stored	  with	  desiccant)	  



•  ESRL	  R0	  TOLNET	  format	  
•  Influence	  of	  the	  choice	  of	  the	  temperature	  profile	  on	  ozone	  analysis	  
•  Licel	  update	  and	  system	  conversion	  (summer	  2015)	  
•  Summer	  2015:	  

•  TesNng	  of	  the	  new	  system	  
•  Deployment	  at	  BAO	  

	  
•  ≈	  500	  hours	  of	  rouNne	  measurements	  

2015  Prospects  


